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Coast Guard, Dept. of Homeland Security § 50.25–7 

of this chapter, as applicable. Accept-
ance of specific installations of accept-
able nonmetallic flexible hose assem-
blies and shock tested hydraulic com-
ponents is granted by the Marine Safe-
ty Center or the cognizant Officer in 
Charge, Marine Inspection, as described 
in paragraph (d) of this section. 

(f) The vessel owner or representative 
shall make available to the Officer in 
Charge, Marine Inspection, the manu-
facturer or mill certificates, specific 
letters of acceptance, or approved plans 
necessary to verify that piping compo-
nents comply with the requirements of 
this subchapter. 

[CGD 77–140, 54 FR 40598, Oct. 2, 1989, as 
amended by CGD 95–072, 60 FR 50462, Sept. 29, 
1995; CGD 96–041, 61 FR 50727, Sept. 27, 1996; 
USCG–2004–18884, 69 FR 58345, Sept. 30, 2004; 
USCG–2003–16630, 73 FR 65160, Oct. 31, 2008] 

§ 50.25–3 Manufacturer or mill certifi-
cation. 

(a) A manufacturer or mill producing 
materials used in certain products for 
installation on inspected vessels, shall 
issue a certificate or mill test report 
which shall report the results of chem-
ical analysis and mechanical properties 
required by the ASTM specification. 

(b) This certificate shall be made 
available to the marine inspector and 
Officer in Charge, Marine Inspection, 
upon request to the fabricator. (For ex-
ception refer to § 50.25–5(d).) 

[CGFR 68–82, 33 FR 18808, Dec. 18, 1968, as 
amended by CGD 77–140, 54 FR 40598, Oct. 2, 
1989] 

§ 50.25–5 Products requiring manufac-
turer or mill certification. 

(a) Products required to be certified 
by a manufacturer or by mill certifi-
cate shall be fabricated and tested in 
accordance with the applicable speci-
fications. Such products will not nor-
mally be subject to mill inspection by 
the Coast Guard except as required by 
§ 50.25–7. 

(b) The Officer in Charge, Marine In-
spection, having cognizance over the 
installation of the products required to 
be certified shall ensure that adequate 
control has been exercised to identify 
the product with its manufacturer or 
mill certificate. 

(c) In the event that the Officer in 
Charge, Marine Inspection, determines 

that handling of a product has been 
such that proper identification is not 
possible, he may: 

(1) Require testing in his presence 
based on the applicable material or 
fabrication specification; or 

(2) Reject the product on the basis 
that it cannot be properly identified. 

(d) A product conforming to an ac-
ceptable material specification may, at 
the discretion of the Officer in Charge, 
Marine Inspection, be accepted without 
referring to its manufacturer or mill 
certification, if: 

(1) The product is marked in accord-
ance with the identification marking 
requirements of the specification; 

(2) The marking alone is sufficient to 
identify that specification; and 

(3) In the opinion of the Officer in 
Charge, Marine Inspection, the applica-
tion of the product does not require 
knowledge of the exact chemical anal-
ysis or mechanical properties enumer-
ated on the manufacturer or mill cer-
tificate. 

[CGFR 68–82, 33 FR 18808, Dec. 18, 1968, as 
amended by CGD 77–140, 54 FR 40598, Oct. 2, 
1989] 

§ 50.25–7 Testing of products required 
to be certified in presence of ma-
rine inspector. 

(a) Certified products are not nor-
mally tested in the presence of a ma-
rine inspector. The Commandant may, 
however, assign a marine inspector to 
witness tests required by the applicable 
specifications to satisfy himself that 
the requirements are met. 

(b) Marine inspectors shall have free 
entry at all times to those parts of the 
plant where material subject to the 
regulations in this subchapter is being 
manufactured. The manufacturer shall 
provide marine inspectors all reason-
able facilities to satisfy them that the 
material is being manufactured in ac-
cordance with the requirements of the 
Commandant. 

(c) Unless otherwise authorized, re-
quired tests and inspections described 
in applicable specifications shall be 
made at the place of manufacture prior 
to shipment. Unless otherwise speci-
fied, tests shall be performed at room 
temperature. These tests when per-
formed in the presence of a marine in-
spector will be so conducted as not to 
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